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19" standard

ACCESSORIES

Shelves

The shelves are designed to hold the device in a 19" rack, they are 
used primarily where this device cannot be gripped to the 19" frame. 
The shelves are available as fixed or extendable and 19" vertical bars 
may be attached in 2 or 4 points. Perforated bottom shelf provides easy 
passage of air. 
Surface treatment is powder technology in standard colours, RAL 7035 
light grey or black RAL 9005.

Catalog. No. 
Black

Catalog. No. 
Grey

Model Description Height  
(U)

Depth  
(mm)

Load capa-
city (kg)

80500150 86030150 UP-01-B/G Fixed shelf, heigh 1U, fixing at 2 points   1 150 10

80500250 86030250 UP-02-B/G Fixed shelf, heigh 1U, fixing at 2 points 1 250 10

80191454 80191455 UP-03-B/G Fixed shelf, heigh 1U, fixing at 2 points 1 350 10

80500350 80500351 UP-23-B/G Fixed shelf, heigh 2U, fixing at 2 points 2 350 15

80500450 86500451 UP-24-B/G Fixed shelf, heigh 2U, fixing at 2 points 2 450 15

80500550 80500552 UP-25-B/G Fixed shelf, heigh 2U, fixing at 2 points 2 550 15

80501250 80501251 UP-12-B/G Fixed shelf, heigh 1U, fixing at 4 points 1 250 40

80501350 86031350 UP-13-B/G Fixed shelf, heigh 1U, fixing at 4 points 1 350 40

80192451 86031450 UP-14-B/G Fixed shelf, heigh 1U, fixing at 4 points 1 450 40

80192452 86031550 UP-15-B/G Fixed shelf, heigh 1U, fixing at 4 points 1 550 40

80192466 80146500 UP-16-B/G Fixed shelf, heigh 1U, fixing at 4 points 1 650 40

80146502 80501552 UP-17-B/G Fixed shelf, heigh 1U, fixing at 4 points 1 750 40

80501550 80501551 UP-35-B/G Fixed shelf, heigh 2U, fixing at 4 points 2 550 40

Load capacity:
2 points 1U – 10 kg
2 points 2U – 15 kg

Fixed shelves are manufactured in standard depths from 150 to 
650 mm and in height 1U and 2U. Fixed shelves are designed for 
mounting in a 19" rails in 2 points on the front or the back of the bar, 
or for mounting in 4 points front and the back bar.

4 points 1U – 40 kg
4 points 2U – 45 kg
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